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AUMM | AUMMA

AUMM | AUMMA

Kompakter DMS-Aufnehmer in Miniaturbauform für Druck oder 

Zug-Anwendungen bei geringeren Anforderungen an die 

Messgenauigkeit; besonders geeignet für einfache, unkritische 

Anwendungen, die preissensitiv sind. Leichter Einbau in die 

Anwendung durch Gewindebolzen. Schutzart IP66

 MINIATUR-WÄGEZELLEN

• Messbereiche von 0 … 1 kg bis 0 … 200 kg

• Für Zug- und Druckbelastung

• Linearitätsabweichung 0,1 % v.E.

• Ausgangssignal 0,7 … 1,2 mV/V

• Versorgungsspannung 5 VDC

 TECHNISCHE DATEN

 ANSCHLUSSBELEGUNG

 

Rot:  + Versorgungsspannung 

Schwarz:  + Ausgangssignal 
Weiß:  - Versorgungsspannung 
Grün: -A usgangssignal
Bare:  Schirm 
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The information provided herein is to the best of our knowledge true and accurate, it is provided for guidance only. All specifications are subject to change without prior notification.

Althen – Your expert partner in Sensors & Controls | althensensors.com
Althen stands for pioneering measurement and custom sensor solutions. In addition we offer services such as calibration, design & engineering, training and renting of measurement equipment.

Germany/Austria/Switzerland
info@althen.de

Benelux
sales@althen.nl

France
info@althensensors.fr

Sweden
info@althensensors.se

USA/Canada
info@althensensors.com

Other countries
info@althensensors.com
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 ABMESSUNGEN

 BESTELLINFORMATION


