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Germany/Austria/Switzerland
info@althen.de

Benelux
sales@althen.nl

France
info@althensensors.fr

Sweden
info@althensensors.se

USA/Canada
info@althensensors.com

Other countries
info@althensensors.com

The information provided herein is to the best of our knowledge true and accurate, it is provided for guidance only. All specifications are subject to change without prior notification.

Althen – Your expert partner in Sensors & Controls | althensensors.com
Althen stands for pioneering measurement and custom sensor solutions. In addition we offer services such as calibration, design & engineering, training and renting of measurement equipment.
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Germany | Switzerland | Austria
ALTHEN GmbH Meß- und Sensortechnik
Dieselstrasse 2
65779 Kelkheim, Deutschland
Tel: + 49 (0)6195 - 70060
sales@althen.de

Netherlands | Belgium | Luxembourg
ALTHERIS bv Sensors & Controls
Vlietweg 17a
2266 KA Leidschendam, The Netherlands
Tel: +31 (0)70 392 4421
sales@altheris.nl

France 
ALTHERIS FR / DB Innovation
26, avenue de la Méditerranée
34110 Frontignan, France
Tél : 0033 (0)4 67 78 61 66
dbi@altheris.fr

USA | Canada
ALTHERIS Sensors & Controls Inc
2375 Woodacre Drive
Oceanside CA 92056, USA
Tel: +1 858-633-3572
sales@altheris.com

Other Countries
For our international sales 
partners please contact us 
by email at sales@altheris.com

www.altheris.com

ADL802
Compact Laser Sensors

FDRF602 SUPER COMPACT LASER SENSORS

Unique combination of size, performance and operating ranges

FDRF602- 20/10 20/25 30/50 55/100 65/250 105/500

Base distance, mm 20 20 30 55 65 105

Measurement range, mm 10 25 50 100 250 500

Linearity, % ±0.05% of the range

Resolution, % 0.01 of the range (for the digital output only)

Temperature drift 0,02% of the range/°C

Max. measurement frequency, Hz 9400

Light source red semiconductor laser, 660 nm wavelength or UV semiconductor laser 405 nm wavelength (BLUE version)

output power <=0.95 mW

laser safety Class 2  (IEC60825-1)

Weight (without cable) 40 gram
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ADL802
Compact Laser Sensors

FDRF602 SUPER COMPACT LASER SENSORS

Unique combination of size, performance and operating ranges

FDRF602- 20/10 20/25 30/50 50/100 65/250 105/500

Base distance X, мм 20 20 30 50 65 105

Measurement range,  mm 10 25 50 100 250 500

Linearity, % ±0.05% of the range

Resolution, % 0.01 of the range (for the digital output only)

Temperature drift 0,02% of the range/°м

Max. measurement frequency, Hz 9400

Light source red semiconductor laser, 660 nm wavelength or UV semiconductor laser 405 nm wavelength (BLUE version)

output power <=0.95 mW

laser safety Class 2  (IEC60825-1)

Weight (without cable) 40 gram


