P-Series

Polyester Strain Gauges

P-Series
Polyester Strain Gauges

CONCRETE, MORTAR, ROCK MATERIALS USE

B GENERAL USE

These are wire strain gauges with a grid made of fine electric
resistance wire formed on a polyester resin backing. They are
used for measurement of surface strain on concrete, mortar or
rocks, and also for short-term measurement on wood.

Operating temperature range Applicable adhesives

-20~ +80°C  CN-E -20~ +80°C
Temperature compensation range RP-2 -20~ +80°C
+10~ +80°C PS -20~ +80°C

B P-SERIES / SINGLE AXIS / MULTI-AXIS

ALTHEN

SENSORS & CONTROLS

q3

Please specify the type number as shown in the example below.
PL 60 -11 -3LJC-F

f— Length in meter and type of integral
leadwire CE compliant leadwire

Objective material for temperature compensation
auge length
(Gauge series name

Objective material for temperature compensation
(coefficient of linear thermal expansion x10%/°C)
-11: Concrete

Gauge size(mm) | Backing size(mm) | Resist-
CEMDEEIC] Length Width | Length Width |ance Q
® Single axis
PL-60-11 60 1 74 8 120
Single axis |PL-90-11 90 1 104 8 120
PL-120-11 120 1 134 8 120
\ L- |
PL-60-11
® (0°90° 2-axis
O/ o
0 9(,) PLC-60-11 60 1 74 74 120
[ 1 2-axis
PLC-60-11  ( x1/4)
® (0945°/90° 3-axis
0/4 0/ o
0°/45 ,90 PLR-60-11 60 1 74 74 120
3-axis
PLR-60-11 ( x1/4)
Minimum order quantity is 10 strain gauges.
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B DEDICATED LEADWIRE RECOMMENDED FOR P SERIES STRAIN GAUGES

We supply various leadwires dedicated to strain gauges so as to meet our customers’ requirements. Please refer to page 32 to 40 for

the details of combination of a strain gauge and a leadwire. For CE marked strain gauges, only the leadwires using lead-free solder are
available.

Type and designation of leadwires

Leadwire name gﬁg?g??efdmg?ygi Type number example
General purpose (without temperature Paralleled vinyl LJB-F 220 ~ +80 PL-60-11-3LJB-F
change) Paralleled vinyl LJC-F PL-60-11-3LJC-F
3-wire paralleled vinyl LJBT-F PL-60-11-3LJBT-F
General use 3-wire paralleled vinyl LICT-F -20 ~ +80 PL-60-11-3LJCT-F
PL-60-11-3LQM-F

1- 4-Wi t Pol 4-wi lleled LQM-F -20 ~ +1

Gauge ire measuremen olypropyrene 4-wire paralleled LQ 0 00 ( modular plug attached )

NB: No integral leadwire is available for rosette strain gauges PLC and PLR.
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The information provided herein is to the best of our knowledge true and accurate, it is provided for guidance only. All specifications are subject to change without prior notification

Althen — Your expert partner in Sensors & Controls | althensensors.com

Althen stands for pioneering measurement and custom sensor solutions. In addition we offer services such as calibration, design & engineering, training and renting of measurement equipment.
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