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SLPT
Linear Potentiometer / Slim Body Series

	 TECHNICAL SPECIFICATIONS

	 FEATURES

•	 Measuring range 10 - 400

•	 <0.01 mm repeatability

•	 Infinite resolution

•	 2 kOhm: 10 - 50 mm 
5 kOhm: 75 - 400 mm

SLPT 
Linear Potentiometer / Slim Body Series

mm

Measurement stroke 10 - 400 mm

Linearity ±%0,05 (>200 mm), ±%0,1 (130 - 200 mm),
±%0,2 (75 - 130 mm), ±%0,5 (<75 mm)

Repeatability < 0.01 mm

Resolution Infinite

Resistance 2 kOhm : 10 - 50 mm
5 kOhm : 75- 400 mm

Resistance tolerance ± %20

Load resistance 100 kOhm min.

Recommended wiper current <1 μA

Permissible applied voltage 28 VDC max.

Electrical connections Connector or 1 m cable output

Displacement speed < 5 m/s

Vibration

EN 60068-2-6:2013
5-2000 Hz
200 m/s² (20g)
2h 30min each axis (x,y,z)

Shock
EN 60068-2-2:2007
500 m/s² (50g)
11ms. (x,y,z axis)

Mechanical life 100 million movement

Case dimensions Ø18 mm

Case material Anodized aluminium

Rod material Stainless steel

Rod diameter Ø5 mm

Mechanical fixing Variable brackets

Protection level IP 65 - EN 60529

Operating temperature -20°C ... +80°C

Storage temperature -30°C ... +90°C

SLPT
Connector type

SLPT
Cable type



 
 

The information provided herein is to the best of our knowledge true and accurate, it is provided for guidance only. All specifications are subject to change without prior notification.
Althen – Your expert partner in Sensors & Controls | althensensors.com
Althen stands for pioneering measurement and custom sensor solutions. In addition we offer services such as calibration, design & engineering, training and renting of measurement equipment.

Germany/Austria/Switzerland
info@althen.de

Benelux
sales@althen.nl

France
info@althensensors.fr

Sweden
info@althensensors.se

USA/Canada
info@althensensors.com

Other countries
info@althensensors.com
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SLPT
Linear Potentiometer / Slim Body Series

	 MECHANICAL SPECIFICATIONS

	 ORDERING PROCEDURE


